IES INDOOR REPORT

PHOTOMETRIC FILENAME : LO1L02L302L303-1W30HWC-MA.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size

X=2H Y=2H 7.4 8.8 7.8
3H 8.7 9.9 9.1
4H 9.1 10.2 9.5
6H 9.6 10.6 10.0
8H 9.9 10.9 10.3
12H 104 11.3 10.8

4H 2H 7.9 9.0 8.3
3H 9.4 10.2 9.8
4H 9.8 106 10.2
6H 104 111 10.8
8H 107 114 112
12H 113 119 118

8H 4H 10.0 10.7 105
6H 107 112 112
8H 1.2 116 117
12H  12.0 124 125

12H  4H 10.0 10.6 105
6H 108 112 113
8H 1.3 1.7 118

Maximum UGR = 14.3

UGR Viewed Crosswise

50
30
20

9.1

10.2
10.6
11.0
11.3
11.7

9.3

10.7
11.0
11.5
11.8
12.4

11.1
11.7
12.1
12.9

11.1
11.7
12.2

30

20

9.4

10.6
11.0
11.4
11.7
12.1

9.7

11.1
11.5
12.0
12.3
12.8

11.6
12.2
12.6
13.5

11.6
12.2
12.8

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
8.4 9.7 8.7
9.6 10.7 9.9
10.2 11.3 10.6
105 115 109
106 116 11.0
110 119 114
8.8 9.9 9.2
10.1 11.0 10.6
110 118 114
1.4 121 11.8
116 122 12.0
12.1 12.7 126
1.2 118 117
11.7 122 122
120 125 126
128 13.2 13.3
112 1.7 1.7
11.7 122 122
12.1 126 127

50
30
20

10.0
11.1
11.6
11.9
12.0
12.3

10.2
11.4
12.2
12.5
12.7
13.1

12.3
12.7
13.0
13.7

12.2
12.7
13.1

30
30
20

10.3
11.4
12.0
12.2
12.4
12.7

10.6
11.9
12.7
13.0
13.1
13.6

12.7
13.2
13.5
14.3

12.7
13.2
13.6

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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