IES INDOOR REPORT
PHOTOMETRIC FILENAME : LO8TLO9T-1W30HS-MA.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50 30 70 70 50
Walls 50 30 50 30 30 50 30 50
Floor Cavity 20 20 20 20 20 20 20 20
Room Size UGR Viewed Crosswise UGR Viewed Endwise
X=2H Y=2H 126 144 13.0 147 15.0 4.6 6.3 4.9
3H 145 16.1 149 164 16.8 4.8 6.4 5.2
4H 16.2 178 16.6 18.1 18.5 5.6 7.2 6.0
6H 19.3 20.7 19.7 211 21.5 7.6 9.0 8.0
8H 209 223 213 227 231 9.4 10.8 9.9
12H 224 238 228 242 246 119 133 124
4H 2H 129 144 13.3 148 152 6.4 8.0 6.8
3H 152 166 156 170 174 6.5 7.8 6.9
4H 175 188 179 19.2 196 7.8 9.0 8.2
6H 20.7 218 21.1 222 227 109 120 11.3
8H 224 235 228 239 244 125 136 13.0
12H 241 25.1 246 256 26.0 143 153 1438
8H 4H 17.7 18.8 18.1 19.2 197 10.7 118 11.2
6H 213 222 217 227 232 13.8 148 143
8H 23.3 242 238 247 252 153 16.2 15.8
12H 255 263 26.0 26.8 27.3 17.1 179 176
12H  4H 178 188 183 193 197 119 129 124
6H 214 223 219 228 233 149 158 154
8H 23.6 244 241 249 254 16.5 17.2 16.9

Maximum UGR = 27.3
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18.3

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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