IES INDOOR REPORT

PHOTOMETRIC FILENAME : L08L09-2W30HD-MA.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise
X=2H Y=2H 6.6 8.3 7.0
3H 6.9 8.5 7.3
4H 8.0 9.5 8.4
6H 134 147 13.8
8H 156 169 16.1
12H 175 18.8 18.0

4H 2H 6.9 8.3 7.3
3H 7.8 9.1 8.2
4H 9.1 103 9.6
6H 151 161 156
8H 173 183 17.8
12H 192 201 197

8H 4H 9.7 106  10.1
6H 159 16.8 164
8H 184 191 189
12H 206 213 211

12H  4H 10.1  11.0 10.6
6H 16.1 169 16.6
8H 186 193 191

Maximum UGR = 22.3

50
30
20

8.6
8.8
9.8
15.1
17.3
19.2

8.7
9.5
10.7
16.6
18.7
20.6

11.1
17.3
19.6
21.8

11.5
17.4
19.8

30

20

8.9
9.2
10.2
15.5
17.7
19.6

9.0

11.1
17.0
19.2
211

11.5
17.7
20.1
22.3

12.0
17.9
20.3

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
2.4 4.1 2.8
2.4 3.9 2.8
3.3 4.8 3.7
8.2 9.5 8.6
9.8 11.1 10.2
105 11.7 109
3.6 5.0 4.0
3.6 4.9 4.0
4.9 6.1 5.4
11.7 127 121
13.2 142 137
13.7 146 142
6.8 7.8 7.3
128 13.7 13.3
145 153 15.0
15.1 158 15.6
8.8 9.7 9.3
13.5 143 141
15.3 16.0 15.8

50
30
20

4.4
4.3
5.1
9.9
11.5
12.1

5.4

6.5

13.1
14.7
15.1

8.2

14.2
15.8
16.3

10.2
14.8
16.5

30

20

4.8
4.6

103
11.9
125

5.7
5.7
6.9
13.6
15.1
15.5

8.7

14.6
16.3
16.9

10.6
15.3
17.0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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