
https://www.mplighting.com/wp-content/uploads/PIPE-C_spec.pdf


https://mplighting.com/wp-content/uploads/FlangeC_MK1.pdf
https://mplighting.com/wp-content/uploads/FlangeC_MK3.pdf
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 Photometric Report | 1W, SH (standard housing), 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 327fc 0.2ft 0.06m 0.2ft 0.06m
3.0ft 0.91m 81.6fc 0.4ft 0.12m 0.4ft 0.12m
4.5ft 1.37m 36.3fc 0.6ft 0.18m 0.6ft 0.18m
6.0ft 1.83m 20.4fc 0.8ft 0.24m 0.8ft 0.24m
7.5ft 2.29m 13.1fc 1.0ft 0.30m 1.0ft 0.30m
9.0ft 2.74m 9.07fc 1.2ft 0.36m 1.2ft 0.36m

Delivered Lumen: 17.9 lm
  Vertical Beam Spread: 7.9°
  Horizontal Beam Spread: 7.9° 

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 109fc 0.5ft 0.15m 0.5ft 0.15m
3.0ft 0.91m 27.2fc 0.9ft 0.27m 1.0ft 0.30m
4.5ft 1.37m 12.1fc 1.4ft 0.42m 1.5ft 0.45m
6.0ft 1.83m 6.79fc 1.9ft 0.57m 2.0ft 0.61m
7.5ft 2.29m 4.34fc 2.3ft 0.70m 2.5ft 0.76m
9.0ft 2.74m 3.02fc 2.8ft 0.85m 3.0ft 0.91m

Delivered Lumen: 43.4 lm
  Vertical Beam Spread: 17.8°
  Horizontal Beam Spread: 18.8° 

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 101fc 0.6ft 0.18m 0.6ft 0.18m
3.0ft 0.91m 25.2fc 1.2ft 0.36m 1.3ft 0.39m
4.5ft 1.37m 11.2fc 1.8ft 0.55m 2.0ft 0.61m
6.0ft 1.83m 6.30fc 2.4ft 0.73m 2.6ft 0.79m
7.5ft 2.29m 4.03fc 3.0ft 0.92m 3.3ft 1.00m
9.0ft 2.74m 2.80fc 3.6ft 1.09m 3.9ft 1.18m

Delivered Lumen: 48.9 lm
  Vertical Beam Spread: 22.3°
  Horizontal Beam Spread: 24.5°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 45° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 28.9fc 0.7ft 0.21m 1.1ft 0.33m
3.0ft 0.91m 7.15fc 1.4ft 0.42m 2.2ft 0.67m
4.5ft 1.37m 3.18fc 2.1ft 0.64m 3.3ft 1.00m
6.0ft 1.83m 1.79fc 2.8ft 0.85m 4.4ft 1.34m
7.5ft 2.29m 1.14fc 3.5ft 1.06m 5.5ft 1.67m
9.0ft 2.74m 0.79fc 4.1ft 1.25m 6.7ft 2.04m

Delivered Lumen: 41.6 lm
  Vertical Beam Spread: 25.9°
  Horizontal Beam Spread: 40.6°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 120° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 11.4fc 1.4ft 0.42m 3.4ft 1.03m
3.0ft 0.91m 2.86fc 2.8ft 0.85m 6.8ft 2.07m
4.5ft 1.37m 1.27fc 4.2ft 1.28m 10.2ft 3.11m
6.0ft 1.83m 0.71fc 5.6ft 1.70m 13.6ft 4.23m
7.5ft 2.29m 0.46fc 7.1ft 2.16m 17.0ft 5.18m
9.0ft 2.74m 0.32fc 8.5ft 2.59m 20.4ft 6.21m

Delivered Lumen: 42.3 lm
  Vertical Beam Spread : 50.4°
  Horizontal Beam Spread : 97.3°

Tested on 20/09/2024
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 Photometric Report | 2W, SH (standard housing), 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 595fc 0.2ft 0.06m 0.2ft 0.06m
3.0ft 0.91m 149fc 0.4ft 0.12m 0.4ft 0.12m
4.5ft 1.37m 66.1fc 0.6ft 0.18m 0.6ft 0.18m
6.0ft 1.83m 37.2fc 0.8ft 0.24m 0.8ft 0.24m
7.5ft 2.29m 23.8fc 1.0ft 0.30m 1.0ft 0.30m
9.0ft 2.74m 16.5fc 1.2ft 0.36m 1.2ft 0.36m

Delivered Lumen: 33.3 lm
  Vertical Beam Spread: 7.8°
  Horizontal Beam Spread: 7.9°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 192fc 0.6ft 0.18m 0.5ft 0.15m
3.0ft 0.91m 48.1fc 0.9ft 0.27m 1.0ft 0.30m
4.5ft 1.37m 21.4fc 1.4ft 0.42m 1.5ft 0.46m
6.0ft 1.83m 12.0fc 1.9ft 0.58m 2.0ft 0.61m
7.5ft 2.29m 7.69fc 2.3ft 0.70m 2.5ft 0.76m
9.0ft 2.74m 5.34fc 2.8ft 0.85m 3.0ft 0.91m

Delivered Lumen: 75.4 lm
  Vertical Beam Spread: 17.6°
  Horizontal Beam Spread: 18.7°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 178fc 0.6ft 0.18m 0.6ft 0.18m
3.0ft 0.91m 44.5fc 1.2ft 0.36m 1.3ft 0.39m
4.5ft 1.37m 19.8fc 1.8ft 0.55m 1.9ft 0.58m
6.0ft 1.83m 11.1fc 2.4ft 0.73m 2.6ft 0.79m
7.5ft 2.29m 7.12fc 3.0ft 0.91m 3.2ft 0.98m
9.0ft 2.74m 4.94fc 3.6ft 1.09m 3.8ft 1.16m

Delivered Lumen: 88.4 lm
  Vertical Beam Spread: 22.3°
  Horizontal Beam Spread: 24.4°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 45° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 50.7fc 0.7ft 0.21m 1.1ft 0.33m
3.0ft 0.91m 12.7fc 1.4ft 0.42m 2.2ft 0.67m
4.5ft 1.37m 5.64fc 2.1ft 0.64m 3.4ft 1.03m
6.0ft 1.83m 3.17fc 2.8ft 0.85m 4.5ft 0.79m
7.5ft 2.29m 2.03fc 3.5ft 1.06m 5.6ft 1.70m
9.0ft 2.74m 1.41fc 4.2ft 1.28m 6.7ft 2.04m

Delivered Lumen: 74.3 lm
  Vertical Beam Spread: 26.3°
  Horizontal Beam Spread: 40.9°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 120° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 20.7fc 1.4ft 0.42m 3.4ft 1.03m
3.0ft 0.91m 5.18fc 2.8ft 0.85m 6.7ft 2.04m
4.5ft 1.37m 2.30fc 4.2ft 1.28m 10.1ft 3.08m
6.0ft 1.83m 1.30fc 5.6ft 1.70m 13.5ft 4.20m
7.5ft 2.29m 0.83fc 7.0ft 2.13m 16.8ft 5.12m
9.0ft 2.74m 0.58fc 8.4ft 2.56m 20.2ft 6.15m

Delivered Lumen: 74.9 lm
  Vertical Beam Spread : 50°
  Horizontal Beam Spread : 96.5°

Tested on 20/09/2024
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 Photometric Report | 1W, LH (long housing), 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 149fc 0.2ft 0.06m 0.3ft 0.09m
3.0ft 0.91m 37.2fc 0.4ft 0.12m 0.5ft 0.15m
4.5ft 1.37m 16.5fc 0.7ft 0.21m 0.8ft 0.24m
6.0ft 1.83m 9.29fc 0.9ft 0.27m 1.0ft 0.30m
7.5ft 2.29m 5.95fc 1.1ft 0.33m 1.3ft 0.39m
9.0ft 2.74m 4.13fc 1.3ft 0.39m 1.6ft 0.48m

Delivered Lumen: 10.2 lm
  Vertical Beam Spread: 8.3°
  Horizontal Beam Spread: 10° 

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 101fc 0.4ft 0.12m 0.6ft 0.18m
3.0ft 0.91m 25.4fc 0.9ft 0.27m 1.1ft 0.33m
4.5ft 1.37m 11.3fc 1.3ft 0.39m 1.7ft 0.51m
6.0ft 1.83m 6.34fc 1.8ft 0.54m 2.2ft 0.67m
7.5ft 2.29m 4.06fc 2.2ft 0.67m 2.8ft 0.85m
9.0ft 2.74m 2.82fc 2.7ft 0.82m 3.4ft 1.03m

Delivered Lumen: 30.1 lm
  Vertical Beam Spread: 16.9°
  Horizontal Beam Spread: 21.2°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 60.0fc 0.4ft 0.12m 0.6ft 0.18m
3.0ft 0.91m 15.0fc 0.9ft 0.27m 1.1ft 0.33m
4.5ft 1.37m 6.67fc 1.3ft 0.39m 1.7ft 0.51m
6.0ft 1.83m 3.75fc 1.8ft 0.54m 2.2ft 0.67m
7.5ft 2.29m 2.40fc 2.2ft 0.67m 2.8ft 0.85m
9.0ft 2.74m 1.67fc 2.7ft 0.82m 3.4ft 1.03m

Delivered Lumen: 26.4 lm
  Vertical Beam Spread: 15.5°
  Horizontal Beam Spread: 23.2°

Tested on 20/09/2024
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 Photometric Report | 2W, LH (long housing), 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 259fc 0.2ft 0.06m 0.3ft 0.09m
3.0ft 0.91m 64.8fc 0.4ft 0.12m 0.5ft 0.15m
4.5ft 1.37m 28.8fc 0.7ft 0.21m 0.8ft 0.24m
6.0ft 1.83m 16.2fc 0.9ft 0.27m 1.1ft 0.33m
7.5ft 2.29m 10.4fc 1.1ft 0.33m 1.3ft 0.39m
9.0ft 2.74m 7.21fc 1.3ft 0.39m 1.6ft 0.48m

Delivered Lumen: 18 lm
  Vertical Beam Spread: 8.4°
  Horizontal Beam Spread: 10.1° 

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance

90°

0°

180°

90°

0°

180°

90°

0°

180°

90°

0°

180°

90°

0°

180°

90°

0°

180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 181fc 0.4ft 0.12m 0.5ft 0.15m
3.0ft 0.91m 45.2fc 0.8ft 0.24m 1.1ft 0.33m
4.5ft 1.37m 20.1fc 1.3ft 0.39m 1.6ft 0.48m
6.0ft 1.83m 11.3fc 1.7ft 0.51m 2.2ft 0.67m
7.5ft 2.29m 7.23fc 2.1ft 0.64m 2.7ft 0.82m
9.0ft 2.74m 5.02fc 2.7ft 0.82m 3.3ft 1.00m

Delivered Lumen: 54 lm
  Vertical Beam Spread: 15.9°
  Horizontal Beam Spread: 20.7°

Tested on 20/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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Distance Center Beam fc Beam Width

1.5ft 0.46m 106fc 0.4ft 0.12m 0.6ft 0.18m
3.0ft 0.91m 26.4fc 0.8ft 0.24m 1.2ft 0.36m
4.5ft 1.37m 11.8fc 1.2ft 0.36m 1.8ft 0.54m
6.0ft 1.83m 6.61fc 1.6ft 0.48m 2.5ft 0.76m
7.5ft 2.29m 4.23fc 2.0ft 0.61m 3.1ft 0.94m
9.0ft 2.74m 2.94fc 2.4ft 0.73m 3.7ft 1.12m

Delivered Lumen: 46.5 lm
  Vertical Beam Spread: 15.3°
  Horizontal Beam Spread: 23.1°

Tested on 20/09/2024
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TM30 Report

2700K, 90+CRI 3000K, 90+CRI

3500K, 90+CRI
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Appendix 

Aluminum Finishes

MA matte clear anodized BA black anodized BZ bronze powder coated

Stainless Steel Finishes

S6 stainless steel 316

Accessories

LM louver, matte clear anodized LB louver, black anodized HM hex louver, matte clear anodized HB hex louver, black anodized

AB angled louver, black anodized SB straight louver, black anodized QB square louver, black anodized RB ring louver, black anodized

LED Housing Options

SH standard housing LH long housing

Lens Options

C clear lens F frosted
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