
https://www.mplighting.com/wp-content/uploads/PIPE-C_spec.pdf


https://www.mplighting.com/wp-content/uploads/FlangeC_MK1.pdf
https://www.mplighting.com/wp-content/uploads/FlangeC_MK3.pdf
https://mplighting.net/tools/RecommendedDrivers.aspx
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Rectangular Back Box for Wall Installation (shown with Standard Flange)
1.	 For wall Installation, custom rectangular electrical boxes are available as alternative options.

MP Lighting Single Gang Back Box | Order Code: EBX-SGB1-CPS6

2-3/4”
70mm

4-1/2”
115mm

3-1/4”
83mm

R1/4”
R5mm

Ø1-7/8”
Ø49mm

Ø1-5/8”
Ø41mm

6-15/16”
76mm

2-7/8”
74mm

2-5/8”
66mm

4-3/8”
111mm

4-1/1”
116mm

3-1/4”
83mm

 EBX-OCT1-CPIPE 

PIPE (PIPE-C) : In-ground/Landscape Installation | Shown with MP Lighting Back Box  (Order Code: EBX-OCT1-CPIPE)

2-7/8”
73mm

13-7/8”
352mm

7/8”
22mm

5-3/4”
145mm

M25 X 1.5
3/4" NPT
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 1W, 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance
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180°

90°

0°

180°

90°

0°

180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 322fc 0.2ft 0.06m 0.2ft 0.06m
3.0ft 0.91m 80.4fc 0.4ft 0.12m 0.4ft 0.12m
4.5ft 1.37m 35.7fc 0.6ft 0.18m 0.7ft 0.21m
6.0ft 1.83m 20.1fc 0.8ft 0.24m 0.9ft 0.27m
7.5ft 2.29m 12.9fc 1.0ft 0.30m 1.1ft 0.33m
9.0ft 2.74m 8.93fc 1.3ft 0.39m 1.3ft 0.39m

Delivered Lumen: 19.9 lm
  Vertical Beam Spread: 8°
  Horizontal Beam Spread: 8.3°

Tested on 24/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance
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180°
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180°

90°

0°

180°

90°

0°

180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 239fc 0.5ft 0.15m 0.4ft 0.12m
3.0ft 0.91m 59.8fc 0.9ft 0.27m 0.9ft 0.27m
4.5ft 1.37m 26.6fc 1.4ft 0.42m 1.3ft 0.39m
6.0ft 1.83m 15.0fc 1.8ft 0.54m 1.7ft 0.51m
7.5ft 2.29m 9.58fc 2.3ft 0.70m 2.2ft 0.67m
9.0ft 2.74m 6.65fc 2.7ft 0.82m 2.6ft 0.79m

Delivered Lumen: 60.3 lm
  Vertical Beam Spread: 17.2°
  Horizontal Beam Spread: 16.4°

Tested on 24/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 139fc 0.6ft 0.18m 0.6ft 0.18m
3.0ft 0.91m 34.8fc 1.3ft 0.39m 1.2ft 0.36m
4.5ft 1.37m 15.5fc 1.9ft 0.58m 1.9ft 0.58m
6.0ft 1.83m 8.71fc 2.5ft 0.76m 2.5ft 0.76m
7.5ft 2.29m 5.57fc 3.1ft 0.94m 3.1ft 0.94m
9.0ft 2.74m 3.87fc 3.8ft 1.15m 3.7ft 1.12m

Delivered Lumen: 52.9 lm
  Vertical Beam Spread: 23.7°
  Horizontal Beam Spread: 23.3°

Tested on 24/09/2024
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 2W, 3000K, 90+ CRI 

Polar Candela Distribution Beam Width: 8° Illuminance at a Distance

90°
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180°

90°
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180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 552fc 0.2ft 0.06m 0.2ft 0.06m
3.0ft 0.91m 138fc 0.4ft 0.12m 0.4ft 0.12m
4.5ft 1.37m 61.3fc 0.6ft 0.18m 0.7ft 0.21m
6.0ft 1.83m 34.5fc 0.9ft 0.27m 0.9ft 0.27m
7.5ft 2.29m 22.1fc 1.1ft 0.33m 1.1ft 0.33m
9.0ft 2.74m 15.3fc 1.3ft 0.39m 1.3ft 0.39m

Delivered Lumen: 34.9 lm
  Vertical Beam Spread: 8.2°
  Horizontal Beam Spread: 8.5°

Tested on 24/09/2024

Polar Candela Distribution Beam Width: 12° Illuminance at a Distance

90°
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180°

90°
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180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 417fc 0.5ft 0.15m 0.4ft 0.12m
3.0ft 0.91m 104fc 0.9ft 0.27m 0.9ft 0.27m
4.5ft 1.37m 46.4fc 1.4ft 0.42m 1.3ft 0.39m
6.0ft 1.83m 26.1fc 1.8ft 0.54m 1.7ft 0.51m
7.5ft 2.29m 16.7fc 2.3ft 0.70m 2.2ft 0.67m
9.0ft 2.74m 11.6fc 2.7ft 0.82m 2.6ft 0.79m

Delivered Lumen: 105.7 lm
  Vertical Beam Spread: 17.3°
  Horizontal Beam Spread: 16.4°

Tested on 24/09/2024

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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180°

Distance Center Beam fc Beam Width

1.5ft 0.46m 249fc 0.6ft 0.18m 0.6ft 0.18m
3.0ft 0.91m 62.2fc 1.2ft 0.36m 1.3ft 0.39m
4.5ft 1.37m 27.6fc 1.9ft 0.58m 1.9ft 0.58m
6.0ft 1.83m 15.5fc 2.5ft 0.76m 2.5ft 0.76m
7.5ft 2.29m 9.95fc 3.1ft 0.94m 3.1ft 0.94m
9.0ft 2.74m 6.91fc 3.7ft 1.12m 3.8ft 1.15m

Delivered Lumen: 93.5 lm
  Vertical Beam Spread: 23.3°
  Horizontal Beam Spread: 23.6°

Tested on 24/09/2024

 2W, Warm Dimming

Polar Candela Distribution Beam Width: 30° Illuminance at a Distance
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Distance Center Beam fc Beam Width

3.0ft 0.91m 8.58fc 1.7ft 0.51m 1.7ft 0.51m
6.0ft 1.83m 2.14fc 3.4ft 1.03m 3.4ft 1.03m
9.0ft 2.74m 0.95fc 5.1ft 1.55m 5.0ft 1.52m

12.0ft 3.65m 0.54fc 6.9ft 2.10m 6.7ft 2.04m
15.0ft 4.57m 0.34fc 8.6ft 2.62m 8.4ft 2.56m
18.0ft 5.48m 0.24fc 10.3ft 3.14m 10.1ft 3.07m

Delivered Lumen: 22.1 lm
  Vertical Beam Spread: 31.9°
  Horizontal Beam Spread: 31.3°

Tested on 24/09/2024
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TM30 Report

2700K, 90+CRI 3000K, 90+CRI

3500K, 90+CRI
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Appendix 

Aluminum Finishes

MA matte clear anodized with anti-slip lens BA black anodized BZ bronze powder coated

Stainless Steel Finishes

S6 stainless steel 316 BT0 black stainless steel

Other Materials

ABR antique brass ABZ antique bronze

Accessories

LM louver, matte clear anodized LB louver, black anodized HM hex louver, matte clear anodized HB hex louver, black anodized

AB angled louver, black anodized SB straight louver, black anodized QB square louver, black anodized RB ring louver, black anodized

Lens Options

C clear F frosted CA clear anti-slip FA frosted anti-slip
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