[VI MPLIGHTING

ENDOO1

INTERIOR
Single Rail System | Rail end cap
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Ordering Information

Date: Quantity :
Project : Note :
Type:

Specifications

Rail end cap | Example Code: ENDOO1-MC

Product Finish '

ENDO01

MC matte chrome
BN brushed nickel
B black

Important Notes

Specification
1. Refer to Appendix or MP Lighting website for track system with different finish options.

Application

Environment Dry Location approved. IP 20.

Mounting For Single Rail System. Used to cap end of rail.

Compatible Fixtures L225M, L72,L73, P02, P11, P96, P96L, X01, X02, X06, X31, X42, X45, X51.
Electrical

Electrical N/A

Construction
Weight N/A

Material Brass and polycarbonate with electroplated finish.
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Mounting Options & Dimensions

Dimensions

Front View Side View 3D View

3/8"
10mm

LA ]

Appendix

MC matte chrome BN brushed nickel B black

MP Lighting © | www.mplighting.com | info@mplighting.com | 604.708.1184 ENDOO1 Specification Sheet | 2022-05-27 | pg.2



	Ordering information-Date: 
	Ordering information-quantity: 
	Ordering information-note: 
	Ordering information-project: 
	Ordering information-type: 
	Button 4: 
	Order Code-Version 8: 


